
EXTRALJUS (LED)
MONTERINGSANVISNINGAR
Art. nr. 581616

Följ nedanstående anvisningar 

1. Läs alla anvisningar och scheman noggrant innan du monterar extraljuset. 

2. Se nationella lagar och lokala förordningar gällande korrekt användning och montering  
av extraljus. 

3. Koppla bort jordkabeln från batteriet (–) innan du påbörjar anslutning av kablar  
(på så sätt undviker du risk för oavsiktlig kortslutning). 

4. Dra nya kablar där befintliga kablar är dragna (tejpa fast kablarna om de hänger löst). 

5. Försäkra dig om att kablar som dras genom torpedvägg placeras på säkert avstånd  
från rörliga delar.

Montera extraljus 

1. Borra hål (diameter 8,5 mm för 7-tumsljus/diameter 10,5 mm för 9-tumsljus) för skruvar på den  
yta där du ska montera extraljusen. 

2. Sätt i skruven genom lampans fäste och hålet i bilen och skruva på låsmuttern. Dra åt skruven/muttern. 

3. Kabeldragning:  
     Svart: Helljus/parkeringsljus (-) 
     Röd: Helljus (+) 
     Vit: Parkeringsljus (+) (vitt ljus) 
     Gul: Parkeringsljus (+) (gult ljus

Uppvärmningsfunktion 

1. Uppvärmningsfunktionen aktiveras automatiskt 
när helljus eller positionsljus tänds. 

2. Uppvärmningsfunktionen stängs av automatiskt 
när lampans temperatur är cirka 40 °C. 

3. Den lilla gröna indikatorlampan tänds när  
uppvärmningsfunktionen är aktiverad.

Varning 

1. Drivs med specificerad spänning (9–36 VDC) 

2. Denna lampa blir mycket varm vid kontinuerlig  
användning. Vänta minst 30 minuter efter att lampan  
har släckts innan du vidrör den. 

3. Försäkra dig om att kylflänsen är ren och fri från hinder 
så att korrekt luftflöde kan säkerställas.

OBS! Gult parkeringsljus uppfyller inte 
kraven för e-märkning!

LED DRIVING LIGHT
INSTALLATION INSTRUCTIONS

Preliminary Steps
    1.Read all instructions carefully and study diagrams before installing lights.

    2.Check with state and local authorities for laws governing usage and proper mounting of 

       auxiliary lamps. 

    3.Disconnect ground connection from battery (marked “-“) to avoid accidental short circuits before 

       attempting to connect electrical wires. 

    4.Route new wires along existing wiring. Tape as necessary to correct slack. 

    5.When running wires through the firewall, keep them away from moving parts.

D3005R

Warning:
  1. Work under the specified voltage (DC9-36V)

  2. This light becomes hot under continuous use. Don’t remove or touch the casing for at least 30 

     minutes after turning the lamp off. 

  3. Keep heat-sink clean and exposed to maintain air flow.

Heating Function:
   1. The heating function would be activated automatically when the driving beam or position light 

       is turned on.

    2.The heating function would be off automatically when the light temperature reaches about 40℃.

    3.The mini green indicator would be on synchronously when the heating function is on. 

Mounting Lights 

   1. 7” Drill 8.5mm (9” Drill10.5mm ) holes for screw placement on the surface where you would like

        to fix the light.

    2.Use the bolt to fasten the lamp, add the locking  washer and tighten the bolt. 

    3.  Wiring: 

         Black:Driving / Park Light “-”

         Red: Driving light “+”

         White:Park Light “+” (White Color)

          Yellow:Park Light  “+” (Amber Color)

    Note:  E-mark does not apply when using amber park light!    
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